
Eight-Cycle “B” Control 
The eight-cycle control is
easy to use. To operate the
washer, simply choose a
wash cycle and touch the
Start key. For special 
applications, the eight 
program cycles can be 
easily modified to meet 
your laundry’s unique demands. Maximum flexibility 
is offered with three water levels and up to five supply 
signals for automated dispensing of laundry chemicals.
The cycle counter feature can be used to determine 
the number of loads started each day. The special test
cycle provides a quick check for self-diagnostics. The
LED display shows the number of minutes remaining
until the cycle is complete. 

Direct V-Belt Drive
Designed to provide high 
efficiency and long life 
dependability, UniMac’s direct 
V-belt drive offers quiet, smooth
washer operation. Fewer parts
means less maintenance and 
less wear.

Heating Options
UniMac offers models that 
heat water via steam or electric 
heat. You can choose the heating 
option that best fits your on-premise 
laundry room.

Heavy-Duty 
Gamma A-Frame 
UniMac incorporates only
the finest quality materials

into each washer-extractor. 
The heavy-duty Gamma A-

Frame is an excellent example
of how durable components can

save you time and money.
Constructed of structural grade steel,

it’s the same material used to build 
skyscrapers and bridges. UniMac’s A-Frame

is designed to stand up to the toughest laundry 
conditions. Its all-welded construction leaves
no riveted connections that can loosen or
break over time. In fact, this proven
design is so strong that we back it 
with a five-year limited parts warranty.ake a moment and step

into the world of high tech product 
engineering where UniMac washer-
extractors are designed with 
innovative features that command top
performance, and durable steel 
construction that will stand the test of
time. At UniMac, washer-extractors
are considered more than just laundry
equipment. They are key players in
the success of commercial laundry 
facilities and as such must 
continuously achieve high levels of
efficiency, quality and durability.
UniMac has always maintained a 
standard of excellence in washer-
extractor manufacturing that is 
recognized around the world. With
over 50 years of engineering exper-
tise you can be assured that you are 
getting the best washer-extractors on
the market that will meet your needs
now and in the future.
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Components

1. Operating Instructions
2. Controls
3. Supply Dispenser
4. Electrical Power Connection
5. Cold Water Inlet 3/4" (19 mm)
6. Hot Water Inlet 3/4" (19 mm)
7. Drain Outlet

* Overall depth includes drain pipe and door handle.

** Standard domestic voltage 208-240/60/3. Circuit breaker and amp draw data shown is for standard voltage models without auxiliary heat. Consult factory for 
other configurations. Manufacturer strongly recommends using a circuit breaker instead of fuses. Use 3-pole circuit breakers for 3-phase machines.

*** Agency approvals may vary depending on configuration. Consult factory for details. Steam connection requires 1/2" N.P.T. 

Due to continuous product improvements, design and specifications subject to change without notice. The quality management systems at all Alliance Laundry 
Systems facilities are registered as ISO 9001:2000 compliant.

©Copyright 2006 Alliance Laundry Systems LLC

UC20 UC30 UC40 UC60 UC80

Capacity - lb (kg) 20 (9) 30 (13.6) 40 (18) 60 (27) 80 (36)

Overall Width - in (mm) 26" (660) 29" (737) 30 5/8" (778) 34 1/16" (865) 41 1/2" (1054)

Overall Depth - in (mm)* 29 13/16" (757) 34 13/16" (884) 40" (1016) 42 15/16" (1086) 52" (1321)

Overall Height - in (mm) 42 7/8" (1089) 45 7/8" (1165) 47 1/4" (1200) 50 13/16" (1291) 56 7/8" (1444)

Cylinder Diameter - in (mm) 21" (533) 24" (610) 26 1/4" (667) 30" (762) 36" (914)

Cylinder Depth - in (mm) 13 3/4" (349) 16" (406) 20 1/4" (514) 22" (559) 22" (559)

Cylinder Volume - cu. ft. (liters) 2.76 (78.1) 4.19 (118) 6.34 (180) 9.0 (255) 12.4 (354)

Door Opening Size - in (mm) 11 5/8" (295) 14 11/32" (364) 16 1/4" (413) 16 1/4" (413) 18 1/2" (470)

Door Bottom To Floor - in (mm) 14 3/8" (366) 14" (356) 14 1/2" (368) 15" (381) 17 3/4" (451)

Wash Speed - RPM 57 49 51 44 22/41

Distribution Speed - RPM N/A N/A N/A N/A 63

Extract Speed - RPM 528 464 491 469 280/408/537

Extract G-Force 83.1 73.3 89.8 93.8 40/85/147

Water Inlet Connection - in (mm) 3/4" (19) 3/4" (19) 3/4" (19) 3/4" (19) 3/4" (19)

Steam Inlet  - in (mm) 1/2" (13) 1/2" (13) 1/2" (13) 1/2" (13) 1/2" (13)

Drain Diameter - in (mm) 2" (52) 2" (52) 3" (76) 3" (76) 3" (76)

Drain Height To Floor - in (mm) 4 1/2" (114) 4" (100) 4 3/4" (121) 5" (127) 5 3/4" (146)

Motor Size - hp (kW) W .15 (.11) .24 (.18) .40 (.30) .55 (.41) N/A
E .74 (.55) 1.34 (1) 1.8 (1.3) 2.7 (2.01) 5 (3.73)

Voltage/Hz/Phase B 120/60/1 • 20-15 N/A N/A N/A N/A
• Circuit Breaker - Fla** C 380-415/50/3 • 15-2 380-415/50/3 • 15-2 380-415/50/3 • 15-2 380-415/50/3 • 15-2 N/A

D 220-240/50/3 • 15-4 220-240/50/3 • 15-3 220-240/50/3 • 15-3 220-240/50/3 • 15-4 N/A
E 220-240/50/1 • 15-4 220-240/50/1 • 15-5 N/A N/A N/A
F 440-480/60/3 • 15-2 440-480/60/3 • 15-2 440-480/60/3 • 15-5 440-480/60/3 • 15-3 N/A
J 200/50/3 • 15-3 200/50/3 • 15-2 200/50/3 • 15-2 200/50/3 • 15-5 N/A
N N/A N/A N/A N/A 440-480/50-60/3 • 15-7
O** 200-240/60/3 • 15-5 200-240/60/3 • 15-7 200-240/60/3 • 20-7.5 200-240/60/3 • 20-7 N/A
P N/A N/A N/A N/A 380-415/50-60/3 • 15-5
Q** N/A N/A N/A N/A 200-240/50-60/3 • 15-7
X N/A N/A N/A 200-240/50-60/1-3 • 15-4 N/A
Y 208-240/60/1 • 15-6 208-240/60/1 • 15-10 208-240/60/1 • 30-14 N/A N/A

Shipping Dimensions H 51" (1295) 53 1/2" (1359) 56 1/2" (1422) 58 1/2" (1486) 62 1/2" (1588)
Approx. – in (mm) W 29" (737) 30 1/2" (775) 32" (813) 36" (914) 48" (1219)

D 32 1/2" (826) 37 1/2" (953) 41" (1041) 44 1/2" (1130) 56" (1422)

Net Weight - lb (kg) 353 (160) 496 (225) 686 (311) 811 (368) 1346 (610)

Shipping Weight - lb (kg) 373 (169) 519 (235) 710 (322) 838 (380) 1420 (644)

Export Shipping Weight - lb (kg) 461 (209) 600 (272) 810 (367) 947 (430) 1545 (701)

Agency Approvals*** CE, ETL, ETLc CE, ETL, ETLc CE, ETL, ETLc CE, ETL, ETLc CE, ETL, ETLc
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